
Weight incl. hrdr. oil                        1130 / 1150 kg
Length max                                     1.9 m
Length min                                      1.5 m
Width when folded away             1.6 m            
                                                                    
Feed rate                                         >3.5 m/sec / >5 m/sec
Tilt angle                                           60°
Slew                                                  140°
Min. tractor output                         65 hp
Min. diameter                                  5 cm
Max delimbing diameter               40 cm
Max. diameter                                45 cm
 
Winch traction force                      2 tons      
Winch rope length                          50 m
Hydraulic system, variable, load-sensing       54 cc
Hydraulic flow, recommended                      100 l/min
Hydraulic pressure                             230 bar
Tank capacity                                    100 l
PTO speed                                          0-500 r/min
Crane lengths                                    4 m / 6 m
Weights                                               180 kg / 300 kg
Tractive force                                     1500 kg
Lifting force at 2 m                            1200 kg
Grapple diameter max                     45 cm

HYPRO 450 XL Tractor Processor

HYPRO 450 XL is a versatile, strong, simple and easy to 
manoeuvre tractor processor. It is a highly valued and 
popular all round machine that functions equally 
impressively for small final thinnings. HYPRO 450 XL has 
High and Low speed, which enables a very high feed 
rate, 5m/sec, in high speed mode which provides 
major benefits when operating in forests with smaller 
trees. The low speed mode has a feed rate of 3.5 m/
sec and a very high starting torque combined with a 
raw strength for use when operating in forests with 
larger trees. 

HYPRO 450 XL can be equipped with a feed crane 
that is available in four alternative six metre lengths. 
HYPRO feed crane is tailor-made in order to facilitate 
and streamline the work in the machine’s immediate 
surroundings. The crane functions independently of 
the unit’s position and the machine operator is thereby 
at the control desk when the crane performs its work. 
Distribution of brushwood in the extraction route is 
simplified thanks to the crane’s slewing arc of 120° and 
its long coverage. The crane thus greatly improves the 
working environment and has an environmentally 
considerate impact on the everyday work in the forest. 

HYPRO 450 XL is a completely unique all-round 
machine with a very wide range of applications for 
both contractors and independent forest owners. 


