
Weight incl. hrdr. oil                                                    1400 kg

Width when folded away                                          2 m

Feed rate                                                                     >3.5 m/sec

Tilt angle                                                                       65°
   
Slew                                                                              280°

Crane length                                                               7 m
 
Crane slewing radius                                                 280°

Min. tractor output                                                    80 hp

Min. diameter                                                             3 cm

Max diameter                                                           50 cm

Max. delimbing diameter                                       40 cm

Winch traction force                                               2 tons      

Winch rope length                                                  50 m

Hydraulic system, variable, load sensing             74 cc

Hydraulic flow, recommended                             max 150 l/min

Hydraulic pressure                                                   250 bar

Tank capacity                                                         130 l

PTO speed                                                               1500-2000 r/min

755 Tractor Processor

The HYPRO 755 is a generously equipped tractor processor 
with its own crane, a reach of seven metres and a head, both 
with a working radius of 280 degrees, allowing felling on both 
sides. The HYPRO 755 has its own hydraulic system with pump 
and tank for mounting on the front of the tractor.

The hydralic system is loadsensing and variable, giving speed, 
smoothness and strength. The HYPRO 755 is also available for 
fitting to tractors with a built-in variable hydraulic system with 
the necessary flow and pressure. The machine is 
operated by two-lever electro-hydraulic control (EHC). 
Simply by pressing a button you can choose between crane 
and processor. Both can be operated with the same levers. 
The HYPRO 755 is suitable for thinning operations and for final 
felling. 

A remarkable 280° slewing radius and laeral displacement 
provide ample adjustment to suit the direction of fall of the 
tree and allow distances of up to 3.3 metres between timber 
stacks.

The machine has a radiocontrolled winch which can winch in 
from both sides. the design of the crane, with a tilting 
pedestal, gives a low centre of gravity at full reach. as well as 
compactness when folded. The HYPRO 755 is available with 
hydraulic stuts as an option. If you have a tractor with a 
reversible driving position, a high level of comfort and a dual 
controls, fit it with a multi feature HYPRO 755 processor and 
you’ll have a fast, efficient and highly cempetitve harvesting 
machine.  


