
Technical Information

ENGINE                                                                                                         AGCO POWER 49 AWF

WHEELSIZE ( balanced bogies standard)                                                  26.5in

STEERING Turning angle                                                                             +/-45 deg

CRANE                                                                                                           Mesera 83f/Kesla 700 
Maximum reach                                                                                           10/10,3 m

MEASUREMENTS 
Length (A)                                                                                                      9537/9837/10137 mm 
Bogie centre - middle joint (B)                                                                     1850 mm 
Middle joint - bogie centre (C)                                                                      2970/3270/3570 mm 
Wheelbase (B + C)                                                                                        4820/5120/5420 mm 
Width - 710 series tyres (D)                                                                         2890 mm 
Transport height (E)                                                                                      3830 mm 
Ground clearance (F)                                                                                    650 mm 
Minimum machine weight                                                                           6,500 kg 
LOAD SPACE OPTIONS  

Load rating                                                                                                    12,000 kg 
Total length (H)                                                                                              4400/4700/5000 mm 
Load space width (G)                                                                                    2680/2850 mm 
Load space cross sectional area                                                                 4,0/4,3 m²

FeaturesFR48
ENGINE
As the source of power we are using a Tier 4 final phase 49 AWF common rail diesel manufactured by the 
Agco Power company. Minimal fuel consumption together with long service intervals guarantee that this 
low-emission engine is inexpensive to use. It provides 124 kW power and 700 Nm torque.

DRIVE TRANSMISSION
The FR48 forwarder is equipped with hydrostatic-mechanical transmission. The drive pump runs a 
mechanical gearbox. The transmission axles then divide the traction force to the front and rear bogies. The 
traction can be locked between the front and rear as well as between the left and right side of each bogie. 
The NAF bogies guarantee a continuous totally 13 tons traction force.

CAB
The Sampo Rosenlew factory also manufactures the spacious, silent cab which helps the operator to work 
efficently.
The cab featres many details that make it easier for the operator to work and feel more comfortable. There 
is, for example a switch to open athe engine hood with an electric motor. All these also help the operator 
work efficently even long shifts in thinning harvesting.  

CRANE
The FR48 forwarder has a 10-metre reach crane specially designed for thinning operations. The low 
construction of the crane improves the sideways stability and visibilty. Crane can be equipped with a 
weighing scale, not oly to control harvesting but also to prevent harmful overloading. 


